
HINGE POINTS TO BE POP-RIVETED
WITH 1/2" DIAMETER X .062" THICK
NYLON WASHER BETWEEN DOOR
AND MAIN BODY.

BOTTOM FLANGE TO GET
2 SPOT WELDS EACH SIDE.

PRT-03CB1605-BODY

PRT-03CB1605-SHELF
PRT-03CB1605-DOOR

SHELF TO GET 3 SPOT
WELD ACROSS BACK

1770A3_Zinc Keyed Cam Lock

FRONT VIEW
W/O DOOR

REAR VIEW

MATERIAL = SPCC, Q195, SAE1006 OR
EQUIVALANT (COLD-ROLLED)

COATING = E-COAT & INTERPON 800

TOP ANGLED FLANGE 
TO GET 2 SPOT WELDS
EACH SIDE

REVISIONS

ECO# DESCRIPTION REV. DATE CHG BY

03CB1605
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6/6/2024

DESCRIPTION:

A
SIZE

PART NAME:

DATE CREATED:

DRAWN BY:

MATERIAL:PROPRIETARY AND CONFIDENTIAL
ANY REPRODUCTION IN
PART OR AS A WHOLE WITHOUT THE WRITTEN 
PERMISSION OF KIRBYBUILT IS PROHIBITED.

5 4 3 2 1

SCALE: 1:4

MATERIAL DESCRIPTION:
DIMENSIONS ARE IN INCHES
TOLERANCES:
FRACTIONAL 1/16
ANGULAR DEGREES: 1°
TWO PLACE DECIMAL    .01
THREE PLACE DECIMAL  .005

UNLESS OTHERWISE SPECIFIED
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